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Specifications:

Main Rotor Diameter.: 590 mm  All-up Weight: 555 g (Battery included)
Drive System: 380 SD

Battery: Ni-MH 12V 650mAh

Tail Rotor Diameter.: 115 mm
Overall Length: 630 mm
Overall Height: 145 mm

Features:

1) 3D version with collective pitch structure.

2) Autorotation landing protection.

3) 380 carbon brush motor.

4) Tail blades driven by shaft provides stable flight and prompt reaction.
5) 6-channel transmitter with 3D conversion mode, PIT & PLT knobs.
6) Mode lock switch to free lock the parameters of PIT & PLT.

Specifications:
Main Rotor Diameter.: 610 mm  All-up Weight: 580 g (Battery included)
Drive System: 380 SD

Battery: Ni-MH 12V 650mAh

Tail Rotor Diameter.: 115 mm
Overall Length: 630 mm
Overall Height: 145 mm

Features:

1) 3D version with collective pitch structure.

2) Autorotation landing protection.

3) 380 carbon brush motor.

4) Tail blades driven by belt provide stable flight and low noise.

5) 6-channel transmitter with 3D conversion mode, PIT & PLT knobs.
6) Mode lock switch to free lock the parameters of PIT & PLT.

100%

READY-TO-FLY R/C HELICOPTER




NP OAUCH ON - - oo 2
L= L ] Te TR LT EE T TR RN 2
2 T 1T ) T g 3
Transmitter Features ------- -« omm i 4
Receiver ldentification - - - - o 5
Collective Pitch Adjustment ------- === mommmme e 6
Blade TraCking «- - - smmmmm e 7
Tail Rotor Adjustment ------- - -mmm e 7
GYIO AdJUSTMIENT - - oo 8

FlIght MO -- - - - 9


































